
Standard Features
• Tandem axle 3-leaf suspension
• 22,500 Lb. axles with steel hub piloted/cast drums
• 48” Continuous belt with vulcanized side ribs
• 24” post spacings
• Direct hydrostatic drive
• Planetary gearbox and motor
• (8)22.5 x 8.25 10-hole hub piloted disc-type wheels
• (8)11R22.5 radial tires
• Steel with aluminum sheeting 
• 2-speed landing gear
• 3/16” plastic full liner
• Side-swing door with lower knife gate
• Auto-lube chain oiler system
• Machined aluminum unpainted side sheets
• Rear manual controls (door/belt)
• Rear flow control 
• Anti-lock brake system

Specifications*

* All dimensions are approximate and are subject to change without notice.

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 3% 
  

Model

40 cu. yds.

40'

41'0"

48"

9'6"

102"

35'

13,300 lbs.

AAT2-4066-48C

79 cu. yds.

42'

43'0"

48"

12'6"

102"

37'

14,580 lbs.

AAT2-4202-48C

76 cu. yds.

48'

49'0"

48"

11'6"

102"

43'

15,350 lbs.

AAT2-4890-48C
90 cu. yds.

48'

49'0"

48"

12'6"

102"

43'

15,620 lbs.

AAT2-4802-48C
52 cu. yds.

52'

53'0"

48"

9'6"

102"

47'

15,400 lbs.

AAT2-5266-48C
68 cu. yds.

52'

53'0"

48"

10'6"

102"

47'

15,650 lbs.

AAT2-5278-48C
83 cu. yds.

52'

53'0"

48"

11'6"

102"

47'

16,100 lbs.

AAT2-5290-48C
98 cu. yds.

52'

53'0"

48"

12'6"

102"

47'

16,350 lbs.

AAT2-5202-48C

46 cu. yds.

46'

47'0"

48"

9'6"

102"

41'

14,390 lbs.

AAT2-4666-48C
60 cu. yds.

46'

47'0"

48"

10'6"

102"

41'

14,640 lbs.

AAT2-4678-48C
73 cu. yds.

46'

47'0"

48"

11'6"

102"

41'

15,050 lbs.

AAT2-4690-48C
48 cu. yds.

48'

49'0"

48"

9'6"

102"

43'

14,700 lbs.

AAT2-4866-48C
62 cu. yds.

48'

49'0"

48"

10'6"

102"

43'

14,950 lbs.

AAT2-4878-48C

52 cu. yds.

40'

41'0"

48"

10'6"

102"

35'

13,550 lbs.

AAT2-4078-48C
64 cu. yds.

40'

41'0"

48"

11'6"

102"

35'

13,975 lbs.

AAT2-4090-48C
42 cu. yds.

42'

43'0"

48"

9'6"

102"

37'

13,785 lbs.

AAT2-4266-48C
55 cu. yds.

42'

43'0"

48"

10'6"

102"

37'

13,925 lbs.

AAT2-4278-48C
67 cu. yds.

42'

43'0"

48"

11'6"

102"

37'

14,320 lbs.

AAT2-4290-48C

Distributed by:

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 3% 
  

Model

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 5% 
  

Model

• Designed to haul feed, seed, and fertilizer. 
   Models are available in 2, 3 and 4 axles.

• Fast, clean horizontal discharge makes 
   unloading safe and easy.

• No worries about overhead wires, limited clear-
   ance or uneven terrain. Live-bottom horizontal 
   rear discharge eliminates tipping concerns caused
   by trailers that must be raised to unload.
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The Trail King Advantage Series Live Bottom agricultural trailer rolls all of the best features of our 
popular ag trailers into a versatile and efficient design. The Advantage Ag Trailer offers safe, convenient 
horizontal discharge of high-volume lightweight ag products. Easy to operate, the Trail King Advantage 
Live Bottom series provides lightweight, efficient transportation – helping you build a better bottom line!

 Series Live Bottom Ag Trailer

Manual Lever Controls 
Includes rear-mounted flow control 
valve for variable rate of discharge. 
Optional electric valve with wireless 
control is also available.

– standard. Manual Gate Locks 
Hydraulic gatelocks are optional. 

– standard. Plastic Bed Liner 
Easy to clean heavy duty liner 
prevents wear and aids discharge 
by reducing sticking of cargo.

– standard.Two-Speed Landing Legs 
standard with durable

 

– 
 two-component 

polyurethane primer and paint.

Designed to haul feed, seed and fertilizer.

1-800-762-5557

Clean and efficient horizontal discharge.

Live-Bottom Ag Trailer

Light weight smooth side aluminum design.

Drag-Style Pintle Chain –
with self-lubricating chain oiler system.
Heavy duty and easy to maintain.

48" continuous live floor with roller 
chain, steel z-bars and countinuous belt 
of 2-ply rubber, side ribs and flashing. 

48" or 63" segmented live floor with 
aluminum or steel crossmembers and
pintle chain driven belt segments of
2-ply rubber.

Dual Hydrostatic Drives 
with (2) drives on both sides of 
the belt drive shaft.

Efficient
Smooth Side 

Design

A range of capacities and lengths are available with tarp and tailgate options including  
60° sloped walls with your choice of 48" or 63" floor widths, tandem, tri-axle or quad-axle 
configurations and continuous or segmented 2-ply rubber live floors.

• Standard side-swing 
   with lower hydraulic knife gate.
• Top-hinged hydraulic
• Top-hinged hydraulic 
   with lower hydraulic knife gate.

Tailgate Options:

Side-Swing Tailgate, 
standard with lower hydraulic 
knife gate.

Live Bottom 
Features Include:

Direct Hydrostatic Drive 
double reduction planetary gearbox. 

with (1)

"Advantage Series"
Live Bottom Floor Options:

Drive Systems:

Proprietary Roller Chain
with self-lubricating chain oiler system.
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