






Standard Features
• Tandem axle 3-leaf suspension
• 22,500 Lb. axles with steel hub piloted/cast drums
• 48” Continuous belt with vulcanized side ribs
• 24” post spacings
• Direct hydrostatic drive
• Planetary gearbox and motor
• (8)22.5 x 8.25 10-hole hub piloted disc-type wheels
• (8)11R22.5 radial tires
• Steel with aluminum sheeting 
• 2-speed landing gear
• 3/16” plastic full liner
• Side-swing door with lower knife gate
• Auto-lube chain oiler system
• Machined aluminum unpainted side sheets
• Rear manual controls (door/belt)
• Rear flow control 
• Anti-lock brake system

Specifications*

* All dimensions are approximate and are subject to change without notice.

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 3% 
  

Model

40 cu. yds.

40'

41'0"

48"

9'6"

102"

35'

13,300 lbs.

AAT2-4066-48C

79 cu. yds.

42'

43'0"

48"

12'6"

102"

37'

14,580 lbs.

AAT2-4202-48C

76 cu. yds.

48'

49'0"

48"

11'6"

102"

43'

15,350 lbs.

AAT2-4890-48C
90 cu. yds.

48'

49'0"

48"

12'6"

102"

43'

15,620 lbs.

AAT2-4802-48C
52 cu. yds.

52'

53'0"

48"

9'6"

102"

47'

15,400 lbs.

AAT2-5266-48C
68 cu. yds.

52'

53'0"

48"

10'6"

102"

47'

15,650 lbs.

AAT2-5278-48C
83 cu. yds.

52'

53'0"

48"

11'6"

102"

47'

16,100 lbs.

AAT2-5290-48C
98 cu. yds.

52'

53'0"

48"

12'6"

102"

47'

16,350 lbs.

AAT2-5202-48C

46 cu. yds.

46'

47'0"

48"

9'6"

102"

41'

14,390 lbs.

AAT2-4666-48C
60 cu. yds.

46'

47'0"

48"

10'6"

102"

41'

14,640 lbs.

AAT2-4678-48C
73 cu. yds.

46'

47'0"

48"

11'6"

102"

41'

15,050 lbs.

AAT2-4690-48C
48 cu. yds.

48'

49'0"

48"

9'6"

102"

43'

14,700 lbs.

AAT2-4866-48C
62 cu. yds.

48'

49'0"

48"

10'6"

102"

43'

14,950 lbs.

AAT2-4878-48C

52 cu. yds.

40'

41'0"

48"

10'6"

102"

35'

13,550 lbs.

AAT2-4078-48C
64 cu. yds.

40'

41'0"

48"

11'6"

102"

35'

13,975 lbs.

AAT2-4090-48C
42 cu. yds.

42'

43'0"

48"

9'6"

102"

37'

13,785 lbs.

AAT2-4266-48C
55 cu. yds.

42'

43'0"

48"

10'6"

102"

37'

13,925 lbs.

AAT2-4278-48C
67 cu. yds.

42'

43'0"

48"

11'6"

102"

37'

14,320 lbs.

AAT2-4290-48C

Distributed by:

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 3% 
  

Model

Capacity 

Body length

Overall length 

Belt width

Overall height 

Overall width

KP to center last axle 

Base weight +/- 5% 
  

Model

• Designed to haul feed, seed, and fertilizer. 
   Models are available in 2, 3 and 4 axles.

• Fast, clean horizontal discharge makes 
   unloading safe and easy.

• No worries about overhead wires, limited clear-
   ance or uneven terrain. Live-bottom horizontal 
   rear discharge eliminates tipping concerns caused
   by trailers that must be raised to unload.

 Series Live Bottom Ag Trailer
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Advantage Series
Live Bottom Ag Trailer

Advantage Series
Live Bottom Ag Trailer

Designed to haul feed, seed and fertilizer.

ADVANTAGE SERIES LIVE BOTTOM AG TRAILER

 SERIES AG TRAILER  SERIES LIVE BOTTOM AG TRAILER
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